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Technical Specifications:
Type: WA 06-165/ T
Power: 6/3/1,5W

Frequency Range:

SPL 1W/lm:

SPL Pmax/lm:
Dimensions:

Temperature range:
Dispersion angle (-10dB):
Weight:

Packing Unit:

Protection Class:

Fire Protection (DIN4102):
Mounting:

Connector:

Colour:

Product Attributes:

@O

125 - 15.000 Hz
97,5 dB

105,3 dB
252x192x82 mm
-20/+80 °C

180° (H) / 180° (V)
1,8 kg

8

IP54 certified

Clamp spring
Steckverbindungsklemme

white
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Frequency Diagram:
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Polar Diagrams (H)
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Kurven: -18dB/Einheit Kurven: -18dB/Einheit
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Frequency Diagrams:

Polar Diagrams (V)

Kurven: -18dB/Einheit

1: 258Hz/+88 .8dB
2: 256Hz/+88 .8dB
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Kurven: -18dB/Einheit

1: 4.80kHz/+90 6dB
2: 4.80kHz/+98 .6dB
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Kurven: -18dB/ Einheit

1: 1.80kHz/+89 8dB
2: 1.80KkHz/+89 8dB

Kurven: -18dB/Einheit

1: 16 .0KHz/+79 .8dB
2: 16 .86kHz/+?9 BdB

Measurements according to DIN IEC 268-5

| RoHS compliant (2002/95/ EG)
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